PROCON ENGINEERS founded in 1973, by professionally experienced qualified technocrats entrepreneurs.

Specialises in manufacturing Diaphragm valves for application involving slurries, suspended solids, viscous or
corrosive substances and other hard to handle medium or where the tight closure (Bubble tight shut off) is a prime factor.

While primarily designed for on-off service, it will provide a proportional control action when furnished with a spring
range or a positioner,

Valve Size ranges from 15 mm to 350 mm.

Material of construction of valves is cast iron, cast carbon steel, cast stainless steel and other alloys.

PROCON ENGINEERS Valves have been used in all types of industries such as petrochemicals, pharmaceuticals,
power, refinery, fertilizer, steel, sugar, thermal, nuclear plants, food and beverages, mining, water treatment, waste and
water treatment etc. not only in India, but also abroad. These valves have been internationally approved by various
consultants, clients and by third party inspection agencies.

High quality standards are strictly maintained, each valve being checked for size, design pressure, proper selection of
actuator by design calculations, MOC, finish etc and with in house painting.

PROCON ENGINEERS is in the process of ISO 9000 Certification. 3

Annual Capacity is 2000 Pneumatic & 4000 Manually operated Diaphragm Valves. Production facilities are located in
Andheri, Mumbai, the heart of Industrial Activity.
On time delivery of high quality valves and after sales service is our mofto forlast 28 years.

[Salient Features:

L e A T B A1 : Diaphragm Actuator can be direct, reverse, or
double acting in operation with spring or can be springless.
Tl e deI P « Effective area from 9 Sq. Inches to 300 Sq.
Inches and in case of double diaphragm it can go upto 600 Sq. Inches to
match any thrustload requirements.

e T e e Al Fr: Equivalent size cylinder actuators, type single or
double acting are also available. These are generally preferred where ever
air supply pressure available is more. Double acling cylinder actuator is
generally preferred when fail safe position calls for stay put operation in %

Pressure at one end 100% P

conjunction with air lock relay or for heavy duty operation. \\t"

AT : 50 to 57 psig for diaphragm actuator and 100
psig for cylinder actuator is standard. Springless type actuator can be
supplied with 3 psig constant loading Pressure at both ends 0% P

e N A VR B e Rl : approximate 8to 10 Seconds.

: approximate 20 to 24 Seconds.
C V for Diaphragm Valves|

P across the valve

BODY TRAVEL CVv

SIZE Unlined or Glass lined Rubber lined

Teflon Rubber Teflon Rubber

MM INCH Diaphragm | Diaphragm | Diaphragm | Diaphragm
15 Ya 1/4" 9 D 3 4
20 Y 516" B 10 4 T
25 1 3/8" 10 15 9 11
40 142 314" 22 40 20 30
50 iz 15/16"/ 3/4" 32 55 30 50
65 2.1/2 1.1/4" 1 15/16" 55 85 50 75
80 3 11/2" 1 1.1/4"7 75 120 70 95
100 4 40mm [ 1.1/2" 180 210 165 200
125 5 50mm / 40mm 210 280 200 270
150 6 70mm / 50mm 280 370 270 350
200 8 80mm / 65mm 480 650 450 620
250 10 3.1/2° / 70mm 690 900 650 850
300 12 3.1/2" { T0mm 990 1300 950 1200

Note : 1) In Column 2 smaller travel applicable for teflon diaphragms
2) Actual Cv may vary within +/- 5% of above values
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